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SNEAKER S
30 W, 3000/3500/4000 K, CRI 80/90

900 mm

90 mm

•	 Offices 

•	 Sports halls 

•	 Industrial premises 

•	 Changing rooms 

•	 Parking garages 

•	 Washing halls 

•	 Workshops 

•	 Wet rooms

SNEAKER is a slim, impact-resistant LED luminaire with IP65 and IK10 
ratings, adapted for humid and demanding environments. It is available 
in three lengths and several power levels, with options such as DALI 
control, DIP switch, sensors, and an emergency lighting function. 
Standard mounting is with a ceiling bracket, or it can be suspended with 

DIMENSIONS, WEIGHT & MOUNTING
Dimensions (L×W×H) 900 × 90 × 74 mm

Weight 2,2 kg

Mounting method

Ceiling mount (standard) 
 Wire suspension (option) 
 Wall mount (option) 

» Size and weight may vary depending on configuration

AREAS OF USE

•	 IP65 and IK10 protection against 
dust, moisture, and impact 

•	 High energy efficiency up to 160 
lm/W 

•	 Selectable control: 1-10V, DALI
•	 A lot of options: microwave sensor, 

emergency lighting function, DIP 
switch.

•	 Simple series connection with  
quick connectors 

•	 Long lifetime of 175,000 hours (L70)

FEATURES

LIGHT DISTRIBUTION
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SNEAKER S
30 W, 3000/3500/4000 K, CRI 80/90

GENERAL DATA
According to applicable standard EN 60598-1:2015, EN 60598-2-3:2003+A1 

Recommended mounting height 3-20 m depending on power and purpose

Options
Wire suspension, wall bracket, microwave sensor, emergency lighting function, 1-10V or DALI 
control, DIP switch for adjusting power/color temperature, lenses (beam angle 60/90°) 

CONSTRUCTION
Material Aluminum, polycarbonate 

Standard color Natural anodized aluminum

Ingress protection rating IP65

Vandal resistance class IK10

Mounting Ceiling bracket as standard, Wire suspension or wall bracket as an option 

ELECTRICAL DATA
Power 30 W

LED lifetime 100,000 hours (L90), 140,000 hours (L80), 175,000 hours (L70) * 

Operating temperature range -20°C to +45°C

Mains voltage AC 200-240 V, 50/60 Hz 

Power factor 0,95

Electrical safety class I EU

» * Depending on power and ambient temperature.

PHOTOMETRIC DATA
Color temperature (K) 3000 / 3500 K / 4000 K

Color rendering (CRI) CRI 80 (CRI 90 on request)

Luminous efficacy (lm/W) Up to 160 lm/W*

Light distribution 120°

UGR <19

»  * Depending on the luminaire’s configuration.
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Specifications are of an indicative nature and subject to change without notice. 

SNEAKER S
30 W, 3000/3500/4000 K, CRI 80/90

Mounts

Wire mount Ceiling mount Wall mount

Wiring diagram DIP switch (option)


